EP 75-1-3
4 Jan 02

APPENDIX D

DEPARTMENT OF THE ARMY
OFFICE OF THE CHIEF OF STAFF
WASHINGTON, DC 20310-4200

REPLY TO
ATTENTION OF

DACS-SF 11 April 1994
MEMORANDUM FOR SEE DISTRIBUTION
SUBJECT: Use of Commercidly Available Chemica Protective Clothing

1 In order to comply with federd, Department of Defense and Army safety standards, the Deputy
Assgant Secretary of the Army (Environment, Safety and Occupational Hedlth) has authorized the
Director of Army Safety to develop a program to dlow the use of commercidly available chemica
protective clothing during toxic chemica operations. This action was in response to a request from the
U.S. Army Materid Command, which highlighted the need to expand the Army inventory of available
protective clothing and comply with Occupationd Safety and Hedth Adminidration (OSHA)
requirements.

2. The enclosed matrix, developed by technica experts from the Edgewood Research,
Deveopment and Engineering Center (ERDEC) and the Chemicd Materid Destruction Agency
identifies the testing necessary to alow the use of commercidly available protective clothing in toxic
chemicd operations. The matrix requires specific testing and the development of a "use scenario.”
Once completed, the test data and "use scenario” must be submitted to Chief of Staff ' ATTN: DACS
SF, 200 Army Pentagon, Washington, DC 20310-0200 for find review and approvd.

3. One key feature of the test matrix is that the commercid protective clothing need not pass each
testing requirement, but only those requirements identified as essential under the "use scenario.” A
protective suit, for example, need not pass the Nationa Fire Protection Association flammability
resstance test if the suit is not used in aflanmable area

4, This policy does not prevent the use of exising. Army chemicd protective clothing. Rether, the
use of commercidly available protective clothing is intended to give Army employees, contractors and
others involved in toxic chemica operations more options to address the wide mix of chemica hazards
which exig both on and off Army ingdlations. This initiative will alow users to talor their requirements
and select the best available chemica protective clothing.
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5. In order to prevent duplication of gpprova testing, ERDEC will maintain afile of commercidly
avalable clothing test results. Before testing, users should contact the Director, ERDEC, ATTN:
SCERD-ODR-S, Aberdeen Proving Ground, MD 21010-5423 to determine what testing has been
done, or if acommercidly available product has dready completed testing.

6. This action was coordinated with the Deputy Chief of Staff for Operations and Plans, the
Deputy Chief of Staff for Logidtics, the Judge Advocate Generd and The Surgeon Generd. The point of
contact for the Army Safety Office is Mr. Cliff Dunseth, ATTN: DACS-SF, (703) 695-7291 or DSK

225-7291.
) “ -
2y W
Encl MICHAEL E. THOMAS
Colond, GS
Deputy Director of
Army Safety
DISTRIBUTION:

Commander, U.S. Army Materid Command, ATTN: AMCSFAMCCE/AMCSG, Alexandria, VA
22333-0001

Commander, U.S. Army Forces Command, ATTN: FCJ1-SO/FCG3-OC, Fort McPherson, GA
30330-6000

Commander, U.S. Army Training and Doctrine Command, ATTN: ATOS, Fort Monroe, VA 23651-
5000

Commander, U.S. Army, Pacific, ATTN: APPE-SA, Fort Shafter, HI 96858-5100

Commander, U.S. Army Corps of Engineers, ATTN: CESO/CEMP-R, 20 Massachusetts Avenue
NW, Washington., DC 20314-1000

Commander, U.S. Army Chemica Materid Dedruction Agency, ATTN: SFIL-CMS, Aberdeen
Proving Ground, MD 21010-5001

Commander, U.S. Army Medicd Research and Development Command, ATTN: SGRD-RML-S,
Frederick, 21702-5012

Commander, U.S. Army Nuclear and Chemica Agency, ATTN: MONA-CM, 7150 Hdler Loop,
Suite 101, Springfield, VA 22150- 3198

Director, Edgewood Research, Development, and Engineering Center, ATTN: SCBRD-ODR-S
Aberdeen Proving Ground, MD 21010-$423

Director, U.S. Army Technicd Center for Explosves Safety, ATTN: SMCAC-SE, Savanna, IL
61074-9639

CF:. (w/o encl)
SAILE-ESOH
DAMO-FDB
DAIM-ED-R
DALO-SMA
SGTS-PSP
DAJA-EL
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USAMC CHEMICAL AGE NT SAFETY & HEALTH
POLICY ACTION COMMITTEE

(CASHPAC)

PROTECTIVE CLOTHING TEST MATRIX
PROPOSAL

22 NOVEMBER 1993
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COMMERCIAL CHEMICAL PROTECT CLOTHING TEST MATRIX
Commercid chemica protective clothing must he tested againg the following mandatory requirements.

NFPA 1991

OSHA 1910.120
Swatch Test
Man-In-Smulant Test
Decontaminability

The choice of gppropriate chemical protective clothing is based on many factors to include the "use
scenario”. A detailed description of how and where the suit will be worn must first be developed. The
clothing will then be tested againg the requirements. Some of the mandatory tests may be optiond
depending on the scenario i.e, if clothing will not be reused then decontaminability testing may not be
required. Also, if - asuit f alsatest or aportion of atest this does not mean that the suit has failed as a
whole if the use scenario dlows for the failure. For example, a quit fails the flammability resstance test
(NFPA 1991). Approva to use the suit may till be granted with the contingency that it is not used in a
flanmable area.
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Test Descriptions:

Chemica Protection —

NFPA 1991 — (new and abrasion conditioned)
Overdl Suite Water Penetration Test
Chemicad Permeation Resstance Test
Flammability Resstance Test
Abrason Resistance Test
Cold Temperature Performance Test
Penetration Resistance Test
Exhausgt Vave Inward Leskage Test
Exhaust Vave Cracking Pressure Test
Luminous Tranamittance Test

Swatch Tests (Worn & Unworn) - TOP 8-2-501
(1) Wear Tedting
(2) Swatch/Component Testing (HD, GB, VX, L @ 12 g/n¥)

OSHA 1910.120 -
Totdly-Encapsulating Chemica Protective Suit Press Test
Totdly-Encapsulating Chemica Protective Suit Quditative Leak Test

Reuse after Vapor Contamination (Decontaminability: reuse after exposure to vapor)
Man-In-Simulant

Other Condderations:

Microclimatic Cooling (does heat stress management provided meet mission)

Environment —
Electromagnetic — MIL-STD-461
Hot and Cold — (range of 0 to 100°P

Human Factors -

Donned/doffed with one assstant

Compatibility with IMHE, tools, equipment
Anthropometric data

Compatible with exigting communications equipment

Breathing Capability -
NIOSH approved SCBA
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Detailed Description of Tedts:

A. NFPA 1991, Standard an V apor-Protective Suits for Hazardous Chemica Emergencies

NFPA 1991 addresses vapor -protective suits designed to protect emergency response personnel
agang exposure to specified chemicds in vapor and liquid splash environments during hazardous
chemica emergencies. The NFPS 1991 battery of chemicds are specified in ASTM F 1001. The
standard includes performance requirements that were established to reflect smulated use conditions.

A suit pressurization test is used to check the air-tight integrity of each uit.

An overdl suit water ration test is desgned to ensure the suit provides full body
protection againg liquid splashes.

Primary materials must resst permestion for one hour or more by each chemica

Also included are penetration resistance testing of closures, and lesk and cracking pressure
tests for exhaust valves.

Materid testing for burst strength, tear srength, abrasion resstance, flammability resistance,
cold temperaturre performance, and flexurd fatigue are required so that materias used for
vgr—protectlve suits will afford adequate protection in the environment where they will be

1. Overdl Suit Water Penetration Test

Each vapor-protective suit will meet the "pass’ requirements of ASTM F 1052, Practice for Pressure
Testing Of Gas-Tight Totally Encapsulated Chemical Protective Suits. Test scenerio: A, human
form mannequin (water resstant) dressed in suit with an inner garment covering dl aress of the
mannequin as an aid to observe water penetration. Five nozzles in required postions will ddiver water
(minimum of 3 liter/minute through each nozzle) for 15 minutes for each of the suit orientations specified.
Any evidence of wetness on the inner garment condtitutes afailure.

2. Chemicd Permeation Resistance Test

This test measures the permeetion resistance of the suit materid for 3 hours againg each chemica in the
NFPA bettery of chemicals, and any additiona chemicals or mixtures. Permesation resistance will be
measured in accordance with ASTM F 739, Test Method for Resistance of Protective Clothing
Materials to Permeation by Liquids and Gases, at 77°F. The minimum detectable permestion rate
will be less than or equal to 0.14 ug/cm’/min for al permesation resistance tests. In the permestion test
goparaus, the protective clothing materid specimen partitions the test chemica from the collection
medium. The collection medium, which may be liquid or gas is andyzed quantitativdy for its
concentration of the chemical and thereby the amount of that chemical that has permested the barrier.

3. Hammeability Resstance Test

All tests samples will be conditioned for not less than four hours in standard atmospheric conditions and
will be tested not more than 5 minutes after remova from conditioning.  Specimens will consg of at
least 10 material samples and will be folded. A stopwatch will be started and the tip of the f lame will
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be gpplied to the end until it is ignited, but no longer than 3 seconds.  If specimen fails to ignite in 3
seconds, then regpply flame for an additiona 12 seconds. Different results are then noted.

4. Abrasion Resistance Test

Thistesting will be conducted IAW ASTM D 4157, Test Method for Abrasion Resistance of Textile
Fabrics. The specimen will be abraded for 25 continuous cycles. The permeation test specimen will be
taken from the exact center of the abraded sample. Permestion resistance testing will be substituted for
abrasion to rupture and percentage lossin bresking load for interpreting abrasion resistance test results.

5. Cold Temperature Performance Test

Cold temperature performance will be measured in accordance with ASTIM D 1043, Test Method for
Stiffness Properties of Plastics as a Function of Temperature by Means of a Torsion Test. The
modulus of rigidity will be measured over the range of test temperature and specificaly reported at —
13°F.

6. Penetration Resistance Test

Penetration resistance testing of suit closure assemblies will be conducted IAW ASTM F 903. A
minimum of three suit closure assemblies will be tested for each of the NFPA battery of chemicds. The
suit closure will be preconditioned by 50 cycles of completdly opening and completely closing the
closure assembly. The suit closure to be tested will be contacted with test chemicds (5 minutes at Py,
1 minute & 2 psg, and 54 minutes a Pym). Thetest cdl will be modified to accommodete the shape of
the suit closure assembly. observed or detected liquid penetration a one hour or less will conditute
falure of thisted.

7. Exhaust Vave Inward Leskage Test
Suit exhaugt valves will be conditioned a 901F at arelative humidity of 50% for aminimum period of 4
hours. Vaveswill be tested not more than 5 minutes after remova from conditioning. With the exhaust

vave mounted in the test fixture, a suction of 1.0 inch water gauge pressure will be gpplied to the sde of
the valve representing the suit interior for 30 seconds while the flow rate into the valve is measured.

8. Exhaugt Vave Cracking Pressure Test
Cracking pressure will be measured for a minimum of 12 samples suit exhaust valves that have been
conditioned as above. With the exhaust vave mounted in the test fixture the satic pressure and the
vave interior will be sysematically increased while the flow rate out of the valve is measured. Pressure
will be increased until aflow rate of 6.10 in3/min is measured.

9. Luminous Trangmittance Testing
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Luminous (visble) transmittance will be measured IAW ASTM 0 1003. Luminous transmittance will be
determined by measuring the spectrd transmittance and caculating the luminous transmittance through
the use of published data on specid radiant energy and the rdative luminous efficiency of the average

eye.
B. Swatch Tests

Swatch /components from worn suits will be tested for penetration resistance againgt liquid chalenges of

HD, GB, VX, L (and DS2) a a challenge density of 12 g/n?. Ten worn suits will be randomly sdlected

and dedicated to testing with each agent. Two swatches/components will be taken from each suit at

locations listed below except for the pass-thru for which only one per suit is avalable. All swatches will

be tested IAW closed-cup test methods for nonporous materias of TOP 8-2-501 for 4 hours a a
temperature of 90 DEG F. In addition, two swatches of control fabric will be included in every trid.

These swatches will dso provide basdine data for fabric in new condition.

Sampling Locations:

Swatch Component
Knee Glove/Cuff

Elbow Pass-thru

Seat Tether Air Supply Hose
Back Coolant Hose

Shoulder Zipper

Visor Exhaudt Vave
Visor/Garment

Garment/Garment

C. OSHA 1910-120, App. A -
1. Totally-Encapsulating Chemical Protective Suit Pressure Test

This test measures the ability of a gastight totaly-encapsulating chemica protective suit materid, seams,
and closures to maintain afixed postive pressure. The suit is visualy inspected and modified for the test.
The test apparatus is attached to the suit to permit inflation to the pre-test suit expanson pressure for
removal of suit wrinkles and creases. The pressure is lowered to the test pressure and monitored for
three minutes.

2. Totaly-Encapsulating Chemical Protective Suit Qualitative Lesk Test

This test semi-qualitetively tests gas tight suit integrity by detecting inward leskage of ammonia vapor.
Since no modifications are made to the suit to carry out this test, the results from this practice provide a
redidtic test for the integrity of the entire suit. The volume of concentrated agqueous ammonia solution
required is calculated based on the size of test area, etc. The suit is donned by a person wearing
respiratory equipment. The ammonia solution is poured into an open pan and a 2-minute evaporation
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period is observed before the test room concentration is measured. When the concentration is between
1000 and 1200 ppm, the individua starts a standardized exercise protocol to stress and flex the suit.
After completing the protocol, the room concentrations is measured again. Theindividua exits the room
and the ammonia concentration is measured ingde the suit. The intruson coefficient of the suit can be
caculated by dividing the average test area concentration by the interior suit concentration.

D. Reuse After Vapor Contamination

This test demonstrates whether the suit can be decontaminated and reused after exposure to chemica
agent vapor. The testing will be done with GB, HD, VX, and Lewiste. A totad of 30 suits will be
tested. The worn suits are placed on manikins for exposure to agent for 4 hours and a concentrations
determined by the D2PC. The suits will be deconned, bagged for at least 4 hours and the bag will be
tested to verify the vapor concentrations are below the permissible levels. They will be worn for one
additional wear mission, undergo visua ingpection and pressure checks, and then be sampled for liquid
agent swatch testing (testing will be done with same agents and scheme as B).

E Man-In-Smulant

MIST is done with one smulant TBO and a concentrations determined and will be equivdent to the
maximum credible HD event for a ventilated igloo scenario. A tota of 20 suits - 10 new and 10 worn.
Worn suits will be those that have accrued 4 wear missons. Smulant concentration ingde the suit will
be monitored a a maximum of 3 locations. Sequentid sampling of locations will be used to minimize
effect on the ar volume being monitored. As a minimum, activity will condst of a st of repditive
exercises for a period of 4 hours. For each suit tested, concentration readings over the 4 hour
monitoring period will be used to caculate a TWA concentration a each sample location. Statigtica
andyss will follow to determine probability of occurence and expected magnitudes for each agent of
interest if any penetrations are detected.

OTHER CONSIDERATIONS:

Electromagnetic

This test measures radiated emissions of the systems components IAW MIL-STD-462. Components
of interest for this test include the microclimatic cooling system and the emergency breething gpparatus.
The test ds0 includes observing degradation in dectronic equipment/radio communications during
testing which isindicative of excessve dectromagnetic emissons.

Hot and Cold

Congderation should be given as to whether the system is designed and congtructed for use in a Ste
determined temperature range.
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CONTRACTOR SITES

AnviCaspan

P.O. Box 400

Buffado, NY 14225

(716) 631-6923

FAX (716) 631-6815
(716). 592-7331 (Ashford)
FAX (716) 592-7529

Mr. Mike Moskal .

Baitdle

505 King Avenue
Columbus, OH 43201
(614) 424-5393

FAX (614) 424-4905

ETG, Inc.

1400 Taylor Avenue
Baltimore, MD 21284-9840
(410) 321-5200

FAX (410) 321-5255

Mr. John Schmidt

[IT Research Indtitute
10 West 35th Street
Chicago, IL 60610
(312) 567-4267
FAX (312) 567-4286
Dr. Jack O'Nslill

MAN-IN-SIMULANT TEST SITES

Dugway Proving Ground

Edgewood Research Devel opment
and Engineering Center

Batdle
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Southern Research Indtitute
2000 Ninth Ave South,
P.O. Box 55305
Birmingham, AL 35255-5305
(205) 581-2515
FAX (205) 581-2726
Mr. Josah Smith
(205) 581-2661
Mr. Reuben Watkins
(205) 581-2514
Mr. JEff Smith

Truetech, Incorporated
680 Elton Avenue
Riverhead, NY 11901
(516) 727-8600

FAX (516) 727-7592

GEOMET Technologies
8577 Atlas Drive
Gaithersburg, MD 20877
(301) 417-9605

FAX (301) 990-1925
Mr. Frank Kelly

Midwest Research Indtitute
425 Volker Boulevard
Kansas City, MO 64110
(816) 753-7600

FAX (816) 753-8420

Ms. Hope Green



EP 75-1-3
4 Jan 02

INSTRUCTIONS FOR USING PROTECTIVE CLOTHING TEST MATRIX

The enclosed information provides each inddlaion with the test requirements that commercid
protective clothing must undergo before obtaining Department of Army Safety approva for use. DA
Safety approva will be based on the results of the testing as well as whether the suit meets the Ste
gpecific “use scenario”. The "use scenario” will be composad of information describing how the clothing
will be used i.e,, in chemica agent igloos containing unknowns, in flammable aress, for excavations, with
chemica agents and reusable/non-reusable.

All commercid protective clothing must be tested againgt the five mgor test areas unless DA Safety has
goproved a devidion from this requirement. An example of this might be that an ingdlation plans on
disposing of used suits thereby negating the need to perform the decontaminability test. The desire to
dispose of dl suits would have to be contained in the "use scenario”. Also, the fallure of asuit to passa
particular test does not mean that the suit can not be used. For example if a suit fals the
decontaminability test then the DA Safety gpprova would be contingent upon disposing of al used suits

Each ingdlation will be responsble for obtaining dl maintenance support i.e, logidic, traning. It is
recommended that this type of support be made part of the purchase contract with the commercia
protective clothing manufacturer. Innovative gpproaches, such as two ingdlations purchasing the same
auit and sharing mai ntenance support, are encouraged.

Approva Process;

Each ingdlation will forward dl test data and the "use scenario” to DA Safety for gpproval. The DA
Safety will forward the request to the CASHPAC which has a working group established to review the
submitted information. The working group will provide a recommendation to the CASHFAC for
forwarding to DA Safety. The DA Safety will then coordinate the recommendation with the Office of
The Surgeon Generd and the Deputy Chief of Staff for Operations before providing approva/
disgpprovd to the inddlation. The U.S. Army Technica Center for Explosve Safety will be the
repostory for dl submitted information.

Required |nformeation:

1 Each ingdlation will prepare and submit a “use scenario.” This scenario-should be detailed
enough o that the reviewers can ascertain whether any requested deviations from testing can be
goproved. A detailed scenario dso dlows each inddlation to chose a auit that meets ther requirements
and offersflexibility in the test arena.

2. All test results (raw data) will be submitted as well as a statement that there were no deviations
in the manner in which the tests were conducted.

3. A technicd point of contact that can answer questions regarding the ingtallation/activities request
will be provided.
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USAMC CHEMICAL AGENT SAFETY &
HEALTH
POLICY ACTION COMAITTEE
(CASHPAC)

EPA LEVEL B PROTECTIVE CLOTHING
TEST CRITERIA

JANUARY 1998
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COMMERCIAL CHEMICAL PROTECTIVE CLOTHING TEST CRITERIA
Commercid chemica protective clothing must be tested againgt the following mandatory requirements.

Liquid chalenge/VVapor Penetration Test
Aerosol Test
Decontaminability Test

The choice of appropriate chemicd protective clothing is based on many factors to include the "use
scenario”. A detailed description of how and where the clothing will be worn must first be developed
prior to determining the extent of testing. The dothing will then be tested againgt the requirements. Users
should consder al potentid uses and ensure that the chosen Leve B clothing is compatible. For
instance, if the use scenario requires suit contact with sharp objects (digging or crawling in dirt), then the
user should be able to demonstrate via test data that the suit materiad will stand up to this type of use.
Some of the mandatory tests may be optiond depending on the scenario , i.e, if clothing will not be
reused when decontaminability/reuse testing may not be required.

Tes Descriptions;

Chemica Agent Protection -
Swatch Tests - TOP 8-2-501 (modified)
Liquid Chalenge/Vapor Penetration
(using gppropriate chemica agent at the required protection level)
Decontaminability
Aerosol Test

Other Consderations: These areas must be addressed and information or data provided.

Suit Reuse
Material Strength - Resistance to abrasion, tearing, or ripping
Microclimatic Cooling (does hest stress management provided meet mission)
Environment -
Electromagnetic — MIL-STD-461
Hot and Cold - (Range of 0 to 100° F)

Human Factors -
Donned/doffed with one ass stant
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Compatibility with MHE, tools, equipment
Anthropometric data
Compeatible with existing communi cations equi pment

Breathing Capability -
NIOSH certified

Hammability Resstance

Detailed Description of Tests:

A. Liquid Chalenge/Vapor Penetration

This testing is conducted to measure the actud permegtion of chemica agents (agent type is determined
from the use scenario) through $watches taken from the suits. As a minimum. through swatches are
taken from sx different areas of the suit. Each swatch is placed in atest cdl (MIX materid swatches
per test cell and one control swatch) and is exposed to a predetermined liquid agent challenge (based
on the use scenario) that is gpplied to the top surface of the swatch. The sampling times (hours) and
intervals (minutes) are determined based on the protection requirement resulting from the use
scenario(s). A sampleis sequentidly drawn from the air flowing below each swatch by a MINICAMS
which determines the amount of agent vapor that has penetrated the swatch. With these measurements
and knowing the area of the test swatches, it is possble to determine the nanograms per square
centimeter (ng/=2) that permeate each swatch over time (hours), The test methodology can be found in
Appendix A. Swatch te3ting of suit components ouch as the glove/ cuff and zipper/ suit interface,
exhaust valve, or any other materia penetrations or interfaces should be performed.

Example Sampling Locations:

Swatch

Knee

Elbow

Seat

Back
Gament/Garment

B. Decontaminability Test
This test will demondrate that the suit. can be decontaminated and disposed of in a safe marine.-. The
use 3cenario will determine which agents and vapor contamination requirements are appropriate. The

auit is placed on a mannequin for exposure to agent (at the required vapor contamination) and a
concentrations determined by the use scenario. The suit will be decontaminated, bagged for at least 4
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hours and the atmosphere insde the bag will be tested to verify the vapor concentrations are below the
permissible levels.

C. Aerosol Test

Aerosol testing is done usng corn-oil as the smulant to measure any leskage into the suit. In order to
properly test suits with statistical significance, 8 st ensembles will be used. The suit ensembles must
include dl relevant accessory equipment - gloves, boots, etc. Simulant concentration ingde the suit will
be sampled a two locations: neck and upper am. As a minimum, activity will consst of a st of
repetitive exercises which mimic user movements. A description of the test and suggested movements
made by personnel during the test are shown in Appendix B.

Other Considerations

A. Materia Strength

Data should be provided that demondrates that the materid has some resistance to tears, rips, or
abrason. ASTM D 4157, Test Method for Abrasion Resistance of Textile Fabrics is agood test to
determine this resstance.

B. Suit Reuse

This test demongtrates whether the suit can be decontaminated, laundered, and reused after exposure to
chemicd agent vapor. The use scenaio will determine which agents and vapor contamination
requirements are appropriate. The suit is placed on a mannequin for exposure to agent (at the required
vapor contamination) and a concentrations determined by the use scenario. The suit will be
decontaminated, bagged for a least 4 hours and the aimosphere insde the bag will be tested to verify
the vapor concentrations are below the permissble levels. The suit %ill then be laundered. This process
will be continued for a specified number of cycles as determined by the user. Swatch testing in
accordance with A above will be performed using worn and/or abraided materid from the suit.

The remaining topicsin this section, if gpplicable, will be discussed in. the submission.
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APPENDIX A

This test procedure was adapted from the "Semipermesble and Impermegble Materids Static Diffuson
Penetration Tegting (Liquid Agent Chalenge/\VVapor Penetration, AP = 0, Single Flow Teset) given in
Test Operating Procedure 8-250 1 (Draft) dated 3 March 1997.

The following procedure will be used:

1 Upon receipt of a suit, dl available information concerning the suit will be recorded;
date of manufacture, lot number, 3aid number, materials of congtruction, etc.

2. From each suit, 3 ea 1 and 15/16 inch diameter material swatches will be taken for
each chemica agent tested. Depending upon the suit configuration, 3 ea. = swatches (same diameter)
will be taken plus triplicate swatches of other flat components such as other seams, visor, gloves,
booties, etc. for each chemica agent tested. Each swatch Will be placed in an airtight bag and given a
unique serid number that will be placed an the bag. A ligt of serid numbers will be kept with the
swatches.

3. The environmenta chamber will be controlled at a temperature of 90 +/- 2 F and the
maximum achievable relative humidity without occurrence of condensation (70% +/- 10% RH). The
temperature and RH readings will be checked weekly with a cdibrated meter. The test cdl air will be
drawn from the chamber ar. There will be no sysem control and data acquisition sysem. The
temperature and RH will be recorded M- a computer file. Mow rates will be manually recorded. There
will be no differentia pressure monitoring since differentid pressure gages of sufficient sengtivity are not
available.

4. The TOP test cell will be used. When assembling, the cell lugswill be tightened by hand
to finger tight. The flow rate beneath each swatch will be 1 liter/minute which will be controlled by a
linear mass flow controller. The flows will be checked with a caibrated test meter weekly. Each test cell
will be checked for lesks after assembly by connecting it to the vacuum source and checking that the
inlet flow is the same as the outlet flow on the mass flow controller (cell lugs will be retightened if flows
do not match).

5. The samples will serve as their own negative controls while being preconditioned
overnight by being MINICAMS monitored. Eighty mil slicone will be used as a pogtive control for
each test (6suit swatches and 1 silicone swatch).

6. Based on the use scenario appropriate test chemica agents and the contamination
densty (g/m2) will be chosen. The chemical agent will be applied (1 liter chemical agent droplets) using
the click/touch method with a Hamilton repesting dispenser.

7. Seven swatches will be tested a once. MINICAMS with stream selection system will
monitor vapor penetration with a 3-minute cycle. There will be 3 blank sampling intervas following the
control. Each swatch will be sampled once every 30 minutes. The MINICAMS will be standardized
weekly.
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8. The test length will be the time (hours) required for the protection.

9. Thetest cellsand o-rings will be aerated between uses. No other deaning method will
be used.

10. The data to be reported are cumulative penetration (ng/cn?) versus eapsed time
(minutes) for each swatch. The eapsed time will ether be the actud egpsed time or an average dlapsed
time (the sum of the elgpsed time for swatch 1 and t he lgpsed time for swatch 6 divided by 2).
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APPENDIX B

In order to properly test suits with datigtica sgnificance, 8 suit ensembles should be used. The suit
ensembles included relevant accessory equipment such respirators that will be worn with the suits,
gloves, and any other equipment that is necessary for chemica agent use. The suit ensembles should be
run on at least 10 different subjects with 22 trials. Sampling of suits should be in the neck and upper am
region.

The exercise routine for dl suits should include some of the exercises below as wel as exercises
modeled after the various use scenarios;

Phase 1.

1) sanding 4iill, norma bregthing

2) bending forward and touching toes

3) jogging in place

4) raisng arms above head and looking upward
5) bending knees and squetting

6) crawling on hands and knees

7) torso twists with hands folded on chest

8) standing ill, -normd breathing

Phase 2

1) climb stop ladder

2) move 3 Ib. boxes from table to floor
3) rest

4) roll wals and ceiling with paint roller
5) bag clothes

6) rest

7) loosen bolts

8) move 3 Ib. boxes from table to floor

NOTE: The Phase | exercises will be performed for 1 minute each for atota of 8 minutes. The Phase
2 exercises will be performed for 4 minutes each for atotal of 40 minutes.
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